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ORDERING INFORMATION:

KJ-3001WRS(A)-1**P-*

Part No(zE U H5R)

1 : Single Row (Bi#HE)

Circuit No ( pinfi7 ) =—

WAFER(90")
Part No:KJ-3001WRS(A)-1
Material: Pin:Brass Matte-Tin Plated
Base:LCP UL94-V0,Black

:Matte-Tin Plated
G:Gold Flash

RoHS

2.lexU 10 . . . . .
B Circuits:2-12circuits available
S Insulation Resistance:1000M €2 Min
e Withstanding Voltage: 1500V AC/minute
Current Rating:5A AC,DC
- o 850,15 Voltage Rating:250V AC,DC
| J_L>
Dimensions
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1T Q circuit | A B C |circuit | A B C
i ! L |- -] e665]| - 71800 [24.65 [13.70
E IRE 2 3.00] 965 - 8 | 21.00 | 27.65 [16.70
3 6.00 ] 12.65 | - — 9 24.00 {30.65 |19.70
4 9.00]1565] 470 10 [27.00 |33.65 | 22.70
5 12.00 | 1865 | 7.70 | 11 30.00 | 36.65 | 25.70
6 15.00 | 21.65] 10.70 | 12 33.00 | 39.65 | 28.70
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